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H FFE BN/ E BRERA EN/IEC 60309-2
Salpwe" Conform to European / international standards EN/IEC 60309-2
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#5 CEE/IEC BEprtnitt BEZEHBE

CEE/IECINTERNATIONAL STANDARD PANEL MOUNTED SOCKET

000

2P+E  3P+E 3P+N+E Current Poles 3P 4P 5P 3P 4P 5P 3P 4P 5P 4p 3P 4P 5P 3P 4P 5P 3P 4P 5P
4h 4h 4h  6h 9h 9h 9h 6h 6h 3h 7h 7h 7h 10h 10h 10h 2h 2h 2h
W IP67 CEE/IEC B5ZE4HEE Panel Mounted Socket 16A-32A
3 AP-217 AP-218 AP-219
16 4 AP-220 AP-221 AP-222 AP-223 AP-224 AP-225
pil =1 5 AP-226 AP-227 AP-228
MODEL 3 AP-229 AP-230 AP-231
32 4 AP-232 AP-233 AP-234 AP-2123 AP-235 AP-236 AP-237
5 AP-238 AP-239 AP-240
B S #Parameter Rt:@% Size:mm
16 16 32 32
3 4 5 3 4 5 3 4 5 3 4 5
a 75 75 75 23 23 23 a 75 75 75 25 25 25
75 75 75 - 42 48 55 75 75 75 - 56 56 61.5
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Conductor crosssectional area (mm’)Min. To Max

60 60 60 1.5-2.5
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Conductor crosssectional area (mm?)Min. To Max

46

108.5
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