INndication of DC Motor

DC 05 GN 12 - 1800

— L

Model Dimension Shaft Voltage RPM
Permanent 05 : 60mm A : Round Shaft 12 : 12V 1800
Magnet DC 06 : 70mm AK : Round Shaft with 24 : 24V 3000
Motor 07 : 80mm keyway 90 : 90V

GN : Pinion Cut Shaft

08 : 90mm GU : Enhanced Pinion 180 : 180V
10 : 90mm Cut Shaft
12 : 90mm GA : Alloy Worm
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Dimension (mm)
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05 60 95 24 54 63 6.4 6 2 4.5 70 49.5

06 70 100 25 64 70 6.4 6 2.5 6 82 58

07 80 109 25 73 70 6.5 8 2.5 6 94 66.5

oc 08 90 118 32 83 80 8.4 10 2.3 7 104 73.6

10 90 138 32 83 80 8.4 12 2.3 7 104 73.6

12 90 161 32 83 90 10.5 12 2.8 8 104 73.6

* Induction : 1800 RPM "Rated Time limited" means motor must be cooled down after 30mis
* 30 mins rated time limited : 3000 RPM continuous running. Otherwise, motor is possible to be damaged.
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DC MOTOR

Rated

Current Collocated

Gearhead

1800 10

1.4/0.7

2.8/1.4 3000 20 0.7
05 0.7 GN:2GN
0.23 1800 10 0.6

0.37 3000

3.3/1.65 1800
12/24 13

A 6.6/3.3 3000 60 1.95
07 GN GN:4GN
0.44/0.22 1800 30 1.70
90/180 17
0.88/0.44 3000 60 1.95

7.2/3.5
12/24 2.2
13.2/6.6 3000 120 3.89
10 GU:5GU
0.96/0.48 1800 65 3.68
90/180 2.3
1.77/0.88 3000 120 3.89

A

18 GU 90/180 2.68/1.34 1800 200 10.8 3.62

GU :5GU
(30 mins rating.)

> Please contact us while the motor is running under the low temperature environment.
% Induction : 1800 RPM
% 30 mins rating : 3000 RPM
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