LHM Flange Type

Gear Reducer

LHM 18 -/100 - 20

S T T

Model Code Output Ratio
LHM : ?18:18 100:100W 3~200
Horizontal flange ©022:22 200:200W
type gear reducer. 028528 400:400W
gig;ﬁg 750:750W
' 1500:1500W
2200:2200W
3700:3700W
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100w 3-50(60~200) 18 160 110 130 40 110 135 65 9 55 16 50 105 8 160 131 885 M8 @18 30 5 20 25 @11 4 128
1/8HP 60-200 22 190 110 130 65 130 158 90 11 55 17.65 60 13 1 160 153 97.5 M8 @22 40 7 25 35 Q@11 4 128

3-10(12.5~90) 22 190 110 130 65 130 158 90 11 55 17.65 60 13 1 160 153 97.5 M8 @22 40 7 25 35 @14 5 163
400w 12.5-90 (100~200) 28 205 110 130 90 140 180 120 11 55 24.22 66.5 16 - 160 178 116 M8 @28 45 7 31 40 @14 5 163
100-200 32 255 110 130 130 170 210 165 13 55 30.22 70 20 - 160 216 130 M8 @32 55 10 35 50 @14 5 163

1500W 3-30 32 280 130 165 130 170 210 165 13 82 30.22 70 20 1 200 216 130 M10 @32 55 10 35 50 @24 8 273

2HP 40-100 40 330 130 165 150 210 265 205 15 82 36 85 23 - 200 250 160 M10 @40 65 10 43 60 @24 8 27.3
375?_|0|;N 3-10 40 350 180 215 150 210 265 205 15 95 36 85 23 - 250 250 160 M14 @40 65 10 43 60 @28 8 313
% Ratio showed in parenthesis ( ) are used for light loading. Note : Available for IEC motors.
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LVM Flange Type

Gear Reducer

Model of Flange Type Reducer

Model Code Output Ratio
LVM : 018:18 100:100W 3~200
Vertical flange type 022:22 200:200W
gear reducer. 028528 400:400W
gzéjig 750:750W
' 1500:1500W
2200:2200W
3700:3700W
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A Type Flange * B Type Flange
(For Code 22 ~ 28 ~ 32 ~ 40) (For Code 18)
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100w 3-50(60~200) 18* 160 110 130 50 140 119 119 9 55 40 12 160 - M8 ©18 30 5 20 25 @11 4 1238
1/8HP 60-200 22 190 110 130 148 185 176 164 11 55 17.65 47 12 160 M8 @22 40 7 2535 @11 4 128

3-10(125~90) 22 190 110 130 148 185 176 164 11 55 17.65 47 12 160 M8 @22 40 7 25 35 @14 5 163
400W - 155,90 (100~200) 28 205 110 130 170 220 216 216 11 55 2422 60 15 160 6 M8 @28 45 7 31 40 @14 5 163
100-200 32 255 110 130 185 255 241 225 13 55 3022 70 15 160 4 M8 @32 55 10 35 50 @14 5 163

1500W 3-30 32 280 130 165 185 255 241 225 13 82 3022 70 15 200 4 MI10 @32 55 10 35 50 @24 8 273
2HP 40-100 40 330 130 165 230 310 290 268 15 82 85 21 200 5 MIO @40 65 10 43 60 ©24 8 27.3
375?403’\’ 3-10 40 350 180 215 230 310 290 268 15 95 85 21 250 5 MI14 @40 65 10 43 60 ©28 8 313

% Ratio showed in parenthesis ( ) are used for light loading.
* Code 18 : Belongs to B type flange. Note : Available for IEC motors.
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"Ml LHD Double Shaft Type

» Gear Reducer

LHD 18 - 100 - 20

S S T

Model Code Output Ratio
LHD: ?18:18 100:100W 3~200
Horizontal double shaft ©22:22 200:200W
type gear reducer. 028:28 400:400W
LEn 750:750W
1500:1500W
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R Output Shaft Input Shaft
atio Code
" [ Telwl 7 [olsi[ei[wi] 71 [a1]
100w 3-50(60~200) 18 1645 40 110 135 65 45 10 725 131 885 18 30 5 20 25 14 25 5 16 22
1/8HP 60-200 22 1955 65 130 158 90 11 17.65 60 80 153 975 22 40 7 25 35 14 25 16 22

3-10 (12.5~90) 230 65 130 158 90 11 17.65 60 80 153 975 22 40 7 25 35 16 30 18 27
f})ZOl-\IAF/’ 12.5-90 (100~200) 28 254 90 140 180 120 11 2422 665 16 92 174 116 28 45 7 31 40 16 30 5 18 27
100-200 293 130 170 210 165 13 3022 70 20 100 198 130 32 55 10 35 50 16 30 5 18 27

1500w 3-30 32 313 130 170 210 165 13 3022 70 20 100 198 130 32 55 10 35 50 24 50 8 27 45

2HP

% Ratio showed in parenthesis ( ) are used for light loading.
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i LVD Double Shaft Type

Gear Reducer

LVD 18 -100 - 20
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Model Code Output Ratio
LVD: 018:18 100:100W 3~200
Vertical double shaft 022:22 200:200W
type gear reducer. ©28:28 400:400W
LB, 750:750W
1500:1500W
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A Type Flange * B Type Flange
(ForCode 2228~ 32) (For Code 18)
R Output Shaft Input Shaft
atio Code
-III-E
100w 3-50(60~200) 18* 1645 50 140 119 119 9 40 18 30 5 20 25 14 25 5
1/8HP 60-200 1955 148 185 176 164 11 17.65 47 22 40 7 35 14 25

3-10(125~90) 22 230 148 185 176 164 11 17.65 47 22 40 7 35 16 30
12.5-90 (100~200) 28 254 170 220 216 216 11 2422 60 15 6 28 45 7 31 40 16 30 5 18 27
100-200 32 293 185 255 241 225 13 3022 65 15 4 32 55 10 35 50 16 30

3~30 32 313 185 255 241 225 13 3022 65 15 4 32 55 10 35 50 24 50 8 27 45

400W
1/2HP

1500W
2HP

% Ratio showed in parenthesis ( ) are used for light loading.
* Code 18 : Belongs to B type flange.
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